
FEATURE DVD VIDEO 1 VIDEO 2 VIDEO 3 DMP CD TAPE TUNER 6/8 CH. DIRECT
Input Title ––––––––
Component Video Input Component Component Component Component

––––––––––
Component Component Component Component

Video 1 (Y/N) Video 2 (Y/N) Video 2 (Y/N) Video 2 (Y/N) Video 1 (Y/N) Video 1 (Y/N) Video 1 (Y/N) Video 2 (Y/N) 
Digital Audio Input
Auto Poll (On/Off)
Surround Mode
Night Mode
Front L/R Speaker Size*
Center Speaker Size*
Surround L/R Speaker Size*
Surround Back L/R Speaker Size*
Subwoofer
Front L/R Crossover
Center Crossover
Surround L/R Crossover
Surround Back L/R Crossover
LFE Setting

 The BridgeTM

Table 1: Input Settings

Table 2: Audio Setup (Tone Control Settings)

Table 3: Delay Settings

CONTROL SETTING
Tone (In/Out)
Bass
Treble

*If the GLOBAL setting was selected, you need only indicate speaker sizes for one input.

**Make sure the input source device is connected to the AVR using analog audio inputs, as the AVR 340 is not able to distribute digital audio signals to the remote zone.

CHANNEL SETTING
Left Front
Right Front
Center
Surround Left
Surround Right
Surround Back Left
Surround Back Right
Subwoofer
Unit (Feet/Meters)
A/V Sync Delay

Table 4: Output Level

CHANNEL SETTING
Left Front
Right Front
Center
Surround Left
Surround Right
Surround Back Left
Surround Back Right
Subwoofer

Table 5: Advanced Settings

FEATURE SETTING
VFD Fade Time-Out
Volume Default
Default Volume Setting
Semi-OSD Time-Out
Full-OSD Time-Out
Default Surround Mode (On/Off)
OSD Background (Blue/Black)

Table 6: Multiroom Setup

FEATURE SETTING
Multiroom System
Availability
Multiroom Input**
Multiroom Volume
Surround Back Amps
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